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Produits / Laboratoire et Production / Adhésifs Optiques / Seringues Préremplies d’ Adhésif Optique Norland

[ Afficher tous les 78 produits de la méme famille.

Cartouche de Distribution Préremplie d'Adhésif Optique Norland, NOA 89H (10 cc)

See More by Norland

10cc Dispensing Barrel for NOA (NOAG0 shown as an example)

Stock #17-372 BT

o+ €38,00

AJOUTER AU PANIER

Qté 1-4
€38,00

Qté 5+
€35,70

Prix sur Quantité
Demande de Devis
@ Les prix sont indiqués hors TVA et droits applicables.

Espace téléchargement
Taille (oz):
0.34

Adhésion au Verre:
Excellent

Adhésion au Métal:
Good
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Adhésion au Plastique:
Fair

Viscosité (cps):
15-20

Durabilité:
Soft

Indice de Réfraction ng:
1.51

Numéro Norland:
89H

Longévité:
4 months

Type:
Barre

Applications Typiques:
Bonding glass to glass

Remarque:

Heat curing (-H suffix) adhesives are oxygen inhibited.
If used on the surface of a substrate, the adhesive will
need to be cured under an inert atmosphere (like
nitrogen) to fully cure.

Absorption Range (nm):
310-395

Bonding Type:
Glass to Glass

Energy for Full Cure (J/cm?):
35
Conformité réglementaire

RoHS 2015:
Conforme

Certificate of Conformance:
Visionner

Reach 240:
Conforme
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